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A. MECHANICAL(unit:mm)

B. SCHEMATICS

DESCRIPTION JWD P/N SPEC NO. REV: R0
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11. Differential to common rejection ratio(TD to TX,RD to RX): -35 dB Min @ 1-100MHz 

                                                                                             -20 dB Min @ 100-1000MHz
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3. Leakage Inductance:@ 100KHz, 0.1V

      Cable Side Leakage Inductance: 0.6uH Max 

      PHY Side Leakage Inductance: 0.6uH Max 

4. Leakage Inductance Balance (Center Tap Symmetry)：

      T3-CMC: 0.9uH Max

      T2-CMC: 0.9uH Max

C. ELECTRICAL SPECIFICATIONS @25℃

1. OCL(TD & RD): 600uH Min with 100 KHz, 0.1V @25℃

                              500uH Min with 100 KHz, 0.1V @-20~+85℃

2. Common Mode Choke Inductance: @100KHz, 0.1V

      T3-CMC Inductance: 10-40uH

      T2-CMC Inductance: 5-35uH 

                                                                            -20 dB Min @ 100-1000 MHz

12. Isolation Hipot: 4300VDC 1mA 60S or 3700VAC 1mA 2S

13. Qualification：AEC-Q200

14. Operating temperature -40℃ to +125℃

15. Storage temperature -40℃ to +125℃

5. DCR(Cable Side & PHY Side): 1400mΩ Max

6. Turns Ratio(TD to TX, RD to RX): 1CT:1CT±5%

7. Insertion Loss(TD to TX, RD to RX): -0.4 dB Max @ 4 MHz

8. Return Loss(TD & RD, TX,RX with 100OHMS Load): -20 dB Min @ 4 MHz

9. Cross Talk(Between Each Channel): -50 dB Min @ 4 MHz

10. Common Mode Rejection(TD to TX,RD to RX): -35 dB Min @ 1-100 MHz

DESCRIPTION JWD P/N SPEC NO. REV: R0

BMS Application S12503BA PAGE: 2/3



Package Quantity:

One Reel=300Pcs

One Inner Carton=300*3=900Pcs

One Export Carton=900*2=1800Pcs

Three  Reel Inner Carton

Two  Inner Carton Export Carton
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D. PACKAGE INFORMATION

DESCRIPTION JWD P/N SPEC NO REV: R0
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